BASED OM DRG.NQO.-1262 &.1962/4.

&A TERIAL .-

BRASS B.S. 287/-PART-2 1972 CZ 12&'M CONDITION OR
TS 95385 -0L2I99B(UNARNEALED AVD RESS
RELIEVEDYREV/ISION NO-L) WITH UTS 400 u/mm MIN

AND HARDNES S [30 HV.(MIN)ORIS : 407:1981(THIRD

REV/S/OM)RA1990), Cy Zn 30Rs HO § TEMPER.  [iDe D (1) MO,-36 565 -A . DT- 07-06-59]

MECHANICAL _ PROPERTIES
C ONDITION TENSILE STRENGTH HARDNESS

CHEMICAL COMPOSITION AS PER SPECN. T SS -9535-02.~ 1995

Cuf=€8'5/7200 Fel =005 mox. PbJ, = 005 max.
Sn' =003 max. As/ = 001 ™max. Sb% 2 0'008 max-
.BI.Z = 0°0049 max. N.L'Z, 2 O/0 mogn. an * REMAINDER .

D CRA(AMN) PUNE LINO.QA4A0E8.DT 25-5-994 3-4-99.
2) CQA(MET) ISHAPORE LINO. CARTG.|GENLIMQA-2 DT.10-5-99 .

*S URFARCE TREATMENT
CHROMOTE PASSIVATED TO SPECIFICA TION.

T SS:096/-1:1984

NOTE S '~
R ———

D THE TUBING MUST BE SUBTECTED TO A
HYDRALIC PRESSURE OF 65 MPA TOENS UK
IS FREE FROM CRRCKS PERMANENT SET A

rl "1.&.. ‘ "f

= MATERIAL
D OTHER L EC

W) TVBE MUST BE STRAIGHT AND PARALLEL WITH THICKNES:

ii) THE TUBE IS TO BE SUBUECTED 70 AN APPROVED

LOW TEMPERATURE TRKEATMENT 70 OBVIATE OCCURANCE
OF SEASON CRACKING-

M CAs
DRAWN )

N /mom =

H.V.

400 MIN. 130 MIN

DA No:
04/17
DATED :
11.01.2017

DT & SG.|DESCRIPTION] APPROVED BY

- AMENDMENTS DATE .~ SIGR.

' Schedule No.
-k R Projection
Third Angle_|
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Compt:-I6NITER ,CARTRIDGE Store Drg. No.
PART ND.
I8X 707

METRLYPRIMER PERCN.
20 | SEAMLESS TUBE

E CART G .NO.-19A[L.& I98/L.
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