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NOTES :-

1) THE DIMNS OF BALLS BEFORE P\.M‘lNG SHALL BE
H= 3.51 & L= 3.45 mam

2) HARDENED & TEMPERED : HARDNESS 55 TO 65 HRC

3) BALLS SHALL BE ELECTROPLATED WITH MCKEL TO
SPEC. DTD ~Q05
' OR

ELECTROPLATED WITH CADMIUM TO SPEC. DTD 904

OR. 15: 1572 CLASS cd.12. FOLLOWED BY CHROMATE
PASSIVATION TO SPEC. DEF. 130 OR 1S: 134-0. THE
BALLS MUST BE SMOOTH & ANTIFRICTION.

4) BALLS SHOULD BE DEMAGNE TISED.
5) SURFACE ROUGHNESS SHOULD BRE Ra=0.200

ALT ERNATIVE MATERIAL:-
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CROME ALLOY STEEL TO AISY- §2100
INDIGENOUS EQUIVALENT MATERIAL :~
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BALL 535 200 FOR FUZE AB70M/30mm BMPTL Bstisee

--—-——-—n_--————-——-ﬁ“'

WP COA | (A), KIRKEE

TF - 028

TECHNICAL DETAILS OF STEEL BALL B 3.5-200 AS PER
SPEC. GOST- 3732~ 8}
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NOMINAL DIA - 3.5 mm
DEVIATION OF MEAN DIA- * 60 U
DEVIATION IN SPHERICAL SHAPE - §.4 Max.

DIFFERENCE IN DIA SIZE WITHIN A BATCH- 10 it Max-

SURFACE FiNISH~Ra~-0.2 It Max.
R2 - 0-6)l Hax.

BALLS SHALL BE HEAT TREATED
HRC-62-65

MATERIAL - BALL BEARING STEEL AS PER GO3T 80478 & GOST 4727-87

BALL SHALL BE FREE FROM CRACKS, CORROSION STAING £ POUSHING DEFECTS |
WHICH MAY LOOK LIKE STAINS OF SECONDARY: ANNEALING & TEMPERING.

BALL SHALL BE FREE FROM INDENTS, IMPRESSIONS & MARKIN GG, WHICH COULD

BE DETECTED BY A NAKED EYE OF NORMAL ESYESIGHT UNDER THE ILLUMINATION

OF 300 AT A DISTANCE OF 0-Sm, AS WELL AS TRACES OF DECARBURISATION
DETECTED BY COLD PICKLING OR A FLAW DETECTOR.

BALLS SHALL RECENE RUST PREVENTIVE TREATMENT.

BALL SHAM.L BE PACKED SO AS TO PROTECT THEM AGAINST ¥OISTURL &
CORROSIVE AGENT.

WEIGHT OF 1000 BALLS -0.176 kg
BREAKING LOAD NOT LESS THAN 630 ng
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